WOHLER VE 200 VIDEO-ENDOSCOPE

APPLICATION
- For inspection of inaccessible cavities from 1" in diameter (for example: roof insulation, exhaust pipes, sinks, fireplaces)
- Transmission of image and video data via wireless (WiFi) on laptop, tablet PC or Smartphone

FEATURES
- Snapshot and Video Functions
- Direct forwarding of data - no further data transmission necessary
- Image display via wireless
- Compatible devices (such as netbooks, Smartphone, tablet)
- 40" gooseneck
- Video Recording
- Variable Light intensity of the flashlight for Illumination of cavities

TECHNICAL DATA
Signal transmission
WLAN
Network Standard: IEEE 802.11 b/g/n
Antenna: Integrated IPEX Antenna
Frequency: 2.4 GHz
Data transmission rate wireless card with 802.11 a/b/g/n: up to 150 Mbit/s

Recording
Camera Head: 0.33" dia
Image Resolution: 2.0 Megapixels
Focus: 2.36" to 4"
Video Resolution: 800 x 600 Pixel; 1,024 x 768 Pixel; 1,280 x 720 Pixel
Angle of view: 60°
Probe length: 3.28 ft

File formats
Image format: .jpg
Video format: .avi

Light source: 6 adjustable LEDs
Additional light source: 1 watt LED
Power Supply: 4 AA batteries

Wohler VE 200 Video-Endoscope
40” probe, 0.33” dia, 4x AA batteries, plastic case
(The VE 200 is not compatible with Windows Phone)
P/N 7792

Accessories
2 Meter Probe
80” probe, 0.33” dia, 4x AA batteries, plastic case
P/N 7792VE2

3 Meter Probe
120” probe, 0.33” dia, 4x AA batteries, plastic case
P/N 7792VE3

© Wohler 02/2016 subject to change